6. Wymagania techniczne

Rozmiar sceny: minimum 10m x 6m, scena musi by¢ zadaszona.

PA: For a lager venue e. g. Maximum capacity e.g.
Visitors ausgelegtes (min. 2-way-active PA-System (e.g. Meyer Sound, dé&b,
Apogee, Kling & Freitag, EV, HK or equivalent) with

Min. 8kW Power Output for approx. 1000 Visitors
Min. 12kWPower Output for approx. 2000 Visitors
Min. 16kWPower Output for approx. 5000 Visitors

FOH: Mixer min. 12-channel with min. 2 Subgroups as well as min. 4 Aux’s (e.g. Midas,
Venice, Soundcraft Spirit FX 16,), Channel-track with Middle parametric and Low-
Cut, Littlites
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Be ready to connect visualization on LED screens if the LED screen is
available.

ASIDE: 1 x PCM 70 or SPX 990 (Aux 3 Post Fader)
1 x SPX 990 or D-2 (Aux 4 Post Fader)
1 x Stereo Comp. BSS 422 oder DBX 16 /266 (Insert on Sub 1+2)
2 x 31 -Bd. EQ f. Master u. Mono. (BSS, Klark or Equivalent)
4 x UHF Shure (U4D!!!) with 4 Hand-sender ss58 (No ss87’s!!!)
1 x Intercom FOH/Stage/Backstage

MON: 4 x Wedges 15/2 m. each appox. 400 W (the above Manufacturer) On 2 Channel
(Channel 1= Center, Channel 2 = outer), also Side-fills with each min. 2 kW Output
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